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STORM_WATER POLLUTION PREVENTION PLAN - EROS] CONT! /D _SEDIMENT CONTRO (g) Sediment collected during consffjucf/’an of the various femporary erosion confrol systems shall be disposed of on
SCRIPTION STABILIZATION PRACTICES AT TH! R A the site on a reguiar basis as directed by the engineer. The cost of this maintenance shall be included in the

The following plan is established and incorporated in the project fo direct the contractor in the placement of temporary
erosion confrol systems and to provide a storm sewer water pollution prevention plan for compliance under NPDES.

The purpose of fthis plan is fo minimize erosion within the construction site and to fimit sediments from leaving the
construction site by utilizing proper femporary erosion control systems and providing ground cover within a reasonable
amount of time.

Certain erosion confrol facilities shall be installed by the contractor at the beginning of construction. other items shali
be installed by the confractor as directed by the engineer on a case by case sifuation depending on the contractor’s
sequence of activities, time of year, and expected weather conditions.

The contractor shall install permanent ercsion control systems and seeding within a time frame specifled herein and as
directed by the engineer, therefore minimizing the amouni of area susceptible fo erosion and reducing the gmount of
femporary seeding. the engineer will determine if any femporary erosion control systems shown in the plan can be deleted
and if any additional temparary erosion control systems, which are not included in this plan, shall be odded.

The contractor shall perform all work as directed by the engineer and as shown in Standard 280001 of the plans.

Section 280, Temporary Erosion Control, of the Standard Specifications additionally supplements this plan.
SITE DESCRIPTION
ION ik T T
1. The project consists of bridge replacemeni on T.R. 240 over Plow Hoflow Creek & approach roadway work thereto.

2. Construction includes pavement removal, earth excavation, enfrances, channel excavation. various pavement ifems, bridge
items and other miscellaneous items of construction.

OR_COJ Tl
WHICH W Ul ¥i F_T} RUCTION SITE:
L. Pavement removal and earth excavation
Channel excavation

2
3. Furnished excavation
4

1. The drawings, specifications and special provisions will ensure that existing vegetation is preserved where dttainable
and disturbed portions of the site will be stabilized. Stabilization practices inciude: femporary sseding, permanent

seeding. perimefer erosion barrier, and other appropriate measures as direcled by the engineer.

Stabllization

measures shall be initiated as soon as praciicable in portions of the site where construction activities have femporarily
or permanently ceased, but in no case more than 7 days dfter the construction activity In that portion of the site has
temporarily or permanently ceased.

(a)

)

(c)

()

(e)

Areas of existing vegetation (wood and grosslands) outside the proposed construction limits shall be identifled by
the engineer for preserving and shall be protected from construction activities.

Dead, diseased, or unsuitable vegetation within the site shall be removed as directed by the enginesr, along with
required tree removal.

As soon as reasonable access s available to all locations where water drains oway from the project, femporary
ditch checks and perimster erosion barrier shall be installed as called out in this plan and directed by the engineer.

Bare and sparsely vegetated ground in highly erodible areas as determined by the engineer shall be temporarily
seeded af the beginning of consitruction where no construction activities cre expected within seven days.

At locations where a significant amount of water drains into the construction zone from oulside areas (adjacent
landowners), temporary ditch checks will be utilized to locally divert water, reduce flow rates, and collect outside
slttation Inside the right-of-way line.

2. Establishment of these temparary erosion conirol measures will have additional benefits to the project. desirable grass
seed will become established in these areas and will spread seeds onto the construction site unfil permanent
seeding/mowing and over seeding cun be completed.

DESCRIPTI(

STABILIZATION PRACT, 3

L During construction, areas outside the construction limits as outlined previously herein shall be protected. ihe contractor
shall not use 1his area for staging (except as described on the plans and directed by the engineer), parking of vehicles
or construction equipment, storage of materials, or other construction related activities.

unit bid price for earth excavafion.

(h) The temporary erasion control systems shall be removed as directed by the enginesr daffer use is no longer
needed or no longer functioning;: The cosi of this removal shall be included in the unli bld price for various
temporary erosion control pay ifsms.

DESCRIPTION OF STRUCTURAL PRACTICES AFTER FINAL GRADING

i Temporary erosion control systems &
place and working properly and all proposed turf areas seeded and esfablished.

2. Qnce permanent erosion confro! systems as propesed in the plans are functional and established, temporary items shall

be removed, cleaned up, and disturbgd furf reseeded.
MAINTENANCE AFTER CONSTRUCTION

1 Construction is compiete after acce
contractor.

MISCELLANEQUS:

1. Temporary erosion controi seeding shall be applied at ¢ rate of 100 Jbs. /acrss.

tance by IDOT final Inspection. Maintenance up fo this date will be by the

2. Temporary ditch checks shall oomp/yﬁwlfh section 280 of the Standard Specifications for Road and Bridge
Construction and Standard 280001- dE located in the plans. Temporary ditch checks shall be aggregate.

hall be left in place with proper malntenance untll permanent erosion confrol is in

L
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3. Al erosion control products furnished shall be specifically recommended by the manufacturer for the use specified in

the erosion control plan. prior to the
notarized certlfication by the producir stating the infended use of the product and that the physical properties

approval and use of the product, the contractor shail submit fo the enginser o

required lor this application are mefl or exceeded. the coniracfor shall provide manufacturer installation procedures fo

facllitate the engineer in constructiop inspection.

This plan has been prepared to comply with the provisions of the NPDES permit number ILRIO, issued by the Ilfinois
Environmental Protection Agency for stotm water discharges from construction site activities.

LEGEND

FILE NAME

(a) Within the construction limits, areas which may be susceptible to erosion as determined by the engineer shall
Aggregate base, bituminous surface and related appurtenances remain undisturbed until full scale construction is underway fo preveni unnecessary soil erosion.
5. Placement of permanent erosion control, including seeding (b) Earth stockpiles shail be lemporarily seeded if they are to remain unused for more than fourteen days. — Perimeter Frosion Barrier
Rl F TRUCT] (c) As construction proceeds, the contractor shall institute the following as directed by the engincer:
The total area of the construction site is estimated to be 108 acres of which 0.79 acres will be disturbed by excavation, L Plage femporary erosion confrol faciiities at looations shown cn the plans. a o o o
grading, and other activities. L Ter ity seed erodil hoon o s inimize 1 . i 6 g i | <] o o X Lo
II fi{s’nl;;;il:g}cflsv;(//f herad/b/s bare earth on a weekly basis to minimize the amount of erodible surfoce area within [ o o o o Sccd/ng/, Class 3 (Specm//
o1 Ts. PUENT O virast lmits. $0%0%6°
HE 7 REV! N PLAN AS IMENT St (d) Excavated areas and embankment shall be permanently seeded immediately after final grading. if not, they shall be
1 Information of the soils and terrain within the site was obtained from soll borings that were uhliized for fhe Temporarlly seeded if no consiruction activity in the area is planned for 7 days.
development of the proposed temporary erosion confrol systems. (e) Construction equipment shall be stored and fueled only at designated locations. ali necessary measures shall be Temporary Aggregate
2. Project plan documents, specifications and special provisions, and plan drawings indicating drainage patterns and Taken fc/.oom;m}/ Z”y Tuel do.’f o/rhar P C./IU;GW ’:L co;odrdfnce x’f h EF A waler qualily regulations. feaking equipment D;f h Ch f <
approximate siopes anticipated affer grading activities were utilized for the proposed placement of the temporary or supplies shail be immedidiely repdired of removed irom ine sire. ¢ eCK
erosion control systems. (f) The resident engineer shall inspect the project daily during construction activities. Inspection shall also be done .
weekly and after rains of ‘5 inch or greafer or equivalent snowfall and during the winfer shutdown period. | N
The project shall additionally be inspected by the construction field engineer on a bi-weekly basis to defermine | Erosion Control Blanket
that erosion control efforts are in place and effective and if other erosion control work is necessary. | i 7 .
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